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PHYSICAL PROPERTIES
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REQUIREMENTS

RESULTS

VERDICTS

CHEMICAL PROPERTIES

Water absorption T E,<0.5% 0.14% P

Percent mass fraction Individual maximum 0.6% 0.10% ~ 0.17% P

Breaking strength, in N ISO 10545-4 >1300 2305 P

Modulus of rupture, in N/mm? Minimum 35 452 P

Not applicable to tiles with breaking ISO 10545-4

strength > 3000N Individual minimum 32 425~ 47.7 P

Impact resistance :

Coefficient of restitution (COR) ISO 10545-5 Test method available 0.88 -

Abrasion resistance : Report abrasion class Class 3 -

Resistance to surface abrasion of ISO 10545-7

glazed tiles intended for use on floors Report cycles passed 1500 .

Thermal shock resistance ISO 10545-9 Test method available Full resistance -

crazinq resistance ISO 10545-11 Required Full resistance P

glazed tiles

Static coefficient of friction ASTM C 1028-07 Test method available Dry: 0.84 _

Wet: 0.61

Resistance to staining

a) Green staining agent in light oil ISO 10545-14 Minimum Class 3 Class 5 P

b) Red staining agent in light oil ISO 10545-14 Minimum Class 3 Class 5 P

¢) lodine, 13g/L solution in alcohol ISO 10545-14 Minimum Class 3 Class 5 P

d) Olive oil ISO 10545-14 Minimum Class 3 Class 5 P
GENERAL SIZING CONFIGURATIONS (mm) 600*150 600*200 900*150 600*600 600+900

custom sizing available
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